





























ID# Species DBH Type

1 Crabapple 18 S

2 Spruce 18 S

3 Spruce 15 S

4 Spruce 17 S

5 Silver Maple 29 S

6 Silver Maple 22,19, 19 S

7 Cottonwood 46 S

8 Red Oak 28 S

9 Red Oak 22'S
10 Silver Maple 16, 16,20,15 S
11 Silver Maple 24,19 S
12 Silver Maple 22'S
13 Silver Maple 28,24 S
14 Silver Maple 35S
15 Sugar Maple 17 S
16 Green Ash 19 S
17 Silver Maple 385S
18 Silver Maple 45 S
19 Silver Maple 12 S
20 Silver Maple 40, 26 S
21 Silver Maple 21,13 S
22 Silver Maple 17 S
23 Silver Maple 12 S
24 Silver Maple 13 S
25 Ponderosa Pine 13 S
26 Ponderosa Pine 9S
27 Ponderosa Pine 12 S
28 White Oak 12 S
29 White Oak 13 S
30 Green Ash 16 S
31 Cherry 12'S
32 Silver Maple 16 S
33 Spruce 14 S
34 Spruce 15 S
35 Apple 13 S
36 Cherry 17 S

37 Cherry 24'S
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NOTES:

1} 10% PIPE GRADE : 3.08
15% PIPE GRADE : 3.07
REFER TO STORM SHEETS FOR FIFE GRADES

2} 10% PIPE GRADE : 2.79'
15% PIPE GRADE : 2.64'
REFER TO STORM SHEETS FOR FIPE GRADES
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